VARIN 56U

automatic seamer

Simple, precise seaming method : The three revolving type
seaming heads are mounted in a rotary seaming furret. The
cans remain stationary during the seaming operation. All
second operation rolls may be quickly disengaged for
checking first operation seams and then returned to their
original position through use seaming adjustment lever.

Extremely efficient : VARIN 56U handles cans from can
size 307-603 and from 2-11/16" to 7” inches height with
great efficiency and minimal spillage. Positive assembly
of the cover and can with a No Can/ No Cover safety
feature assures ssooth operatfion with minimum attention.

PRODUCT SPECIFICATIONS

Min-Max Can Diameter 501-603 (128-153 mm)

m Min-Max Can Height 212-700 (70-178 mm)
= m STEAM VACUUM ACCESSORIES Capacity per minute 60 cpm**

® CAN SHOP ACCESSORIES Motor Power 5-7.5 Hp
c = INVERTER FOR VARIABLE SPEED
— ® FILLER / SEAMER HOOK-UP Electrical Controls 380V/50 Hz
I LB AL S LT Machine Dimension W120 x L250 x H200 cm
m ® DIGITAL CAN COUNTER
c Net Weight 2,050 kg

S LS Epoxy Powder Coating

**Speed may vary according to product, filler or can characterics.
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